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Mounting and operating instructions



Pump groups 

The insulation pump groups  

The insulation fits the pump groups of DN 25
and DN 32. With open space at the site of
pumps installation, we can change the settings of
electronic pumps, observe the state of its work and
most importantly, protect the electronics of the
pump from high temperature.
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Cutting insulation - electric plug

There are many different pump models on the market. There are
made of different manufacturers and therefore insulation is
sealed at the mounting location of power plug from the pump.
Pumps are of different width as well as being various types of plug
(straight, angled). Therefore, in the installation site plug, cut a
hole in the insulation for example with knife.

This concept gives us the versatility of insulation, so that we have
the ability to cutouts the insulation only in the place where it is
necessary.

Wall mounting

If the pump group is mounted independently, without the zone
manifold, we have the ability to mount it on the wall.In insulation at
designated locations in the picture are depressions.To mount it on
the wall, you deepen the holes in the insulation with bit fi 13 mm or
less and using expansion plugs and insulation pads screwed to
the wall.

Replacement of the thermometer

Ball valves mounted on flow and return of the pump group are
equipped with thermometers. The thermometer can be changed
according to the attached drawing.
In the plastic handle is incision to lever and pull out thermometer.
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Check valve

The ball valve installed on the return of the
pump group is additionally equipped with a
check valve.
To disable the function, turn the handle 45
degrees according to the attached drawing.
(only in units DN 25)

Mounting balancing valve T25 - only for units DN 25 - ON REQUEST

The balancing valve T25, assemble between
ball valves with thermometers. To this end, we
have to unscrew the caps in ball valves and in
their place to mount the valve T 25. The valve is
mounted on the flat seal..
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1. Ball valve with thermometer - supply side
2. Ball valve with thermometer and check valve - return side
3. The circulating pump (optional)
4. Steel connector
5. Mixing valve MIX M 4 - 25
6. Insulation

Pump group SMR4 125 - DN 25
with 4-ways mixing valve
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Compact Mixing group - SMR4 125 - DN 25 is equipped with a 4 way mixing valve MIX M 4-25 (kv12), two brass ball 
valves with thermometers flow and return (with built-in check valve) connector steel and insulation. On request, the 
group can be equipped with a pump company  Grundfos or WILO.  In addition, to ensure automatic operation of the 
mixing valve should be equipped with an actuator MP 10 - 10Nm.

Technical data:

Max pressure: 8 bar

Max temperature: 100°C

Pump: see table

Pump body length: 180 mm

Spacing: 125 mm

Insulation: EPP black 60g/l

Connections:

  Installation side: 1"F

  Boiler side: 1" F
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